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NATIONAL FOREWORD 

This Indian Standard ( Third Revision ) which is identical with ISO 1234 : 1997 'Split pins' issued by 
the International Organization for Standardization ( ISO ) was adopted by the Bureau of Indian 
Standards on the recommendations of the Bolts, Nuts and Fasteners Accessories Sectional Committee 
and approval of the Medical Instruments, General and Production Engineering Division Council. 

The original version of this standard was issued in 1954 and subsequently revised in 1964 and 1974. 
The earlier edition was based on ISO/R 1 234 : 1 971 'Split pins — Metric series' and was in full agreement 
in regard to dimensions. This third revision has been harmonized with ISO 1234 : 1997 by adoption to 
make pace with the latest developments taken place at international level. 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain terminology and conventions are, however, not identical to those used in the Indian 
Standards. Attention is drawn especially to the following: 



a) 



Wherever the words 'International Standard' appear, referring to this standard, they should be 
read as 'Indian Standard'. 



b) Comma ( , ) has been used as a decimal marker while in Indian Standards, the current practice 
is to use a point ( . ) as the decimal marker. 

In this adopted standard, reference appears to certain International Standards for which Indian Standards 
also exist. The corresponding Indian Standards, which are to be substituted in their place, are listed 
below along with their degree of equivalence for the editions indicated: 



International Standard 

ISO 3269 : 1988 1) Fasteners 
Acceptance inspection 



ISO4042 2) Threaded components - 
Electroplated coatings 



Degree of Equivalence 
Identical 



do 



Corresponding Indian Standard 

IS 1367 ( Part 17 ) : 2005 Technical 
supply conditions for threaded steel 
fasteners: Part 17 Inspection, 
sampling and acceptance procedure 
( fourth revision ) 

IS 1 367 ( Part 11): 2002 Technical 
supply conditions for threaded steel 
fasteners: Part 11 Electroplated 
coatings ( third revision ) 

The concerned Technical Committee has reviewed the provisions of the following International Standard 
referred in this adopted standard and has decided that they are acceptable for use in conjunction with 
this standard: 

International Standard Title 

ISO 97 1 7 : 1 990 Phosphate conversion coatings for metals — Method of specifying requirements 

As decided by the committee additional requirements of length gauge, packaging and marking are given 
in National Annex A. These additional requirements are part of this standard. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test, shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values ( revised)'. The number of significant places 
retained in the rounded off value should be the same as that of the specified value in this standard. 



1) Since revised in 2000. 

2) Since revised in 1999. 
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Indian Standard 

SPLIT PINS — SPECIFICATION 

( Third Revision ) 



1 Scope 

This International Standard specifies the characteristics of split pins. 



2 Normative references 

The following standards contain provisions which, through reference in this text constitute provisions of this 
International Standard. At the time of publication, the editions indicated were valid. All standards are subject 
to revision, and parties to agreements based on this International Standard are encouraged to investigate the 
possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO 
maintain registers of currently valid International Standards. 

ISO 3269:1988, Fasteners -Acceptance inspection. 

ISO 4042:— ", Fasteners - Electroplated coatings. 

ISO 9717:1990, Phosphate conversion coatings for metals - Method of specifying requirements. 



3 Dimensions 

See figure 1, table 1 and table 2 
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1) To be published. (Revision of ISO 4042:1989). 
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Table 1 — Dimensions (Lengths / : see table 2) 
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Tsblo 2 — - Nominal lengths / and commafcial lengths 



Dimensions in millimetres 
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4 Requirements and reference International Standards 

See table 3 

Table 3 — Requirements and 



reference International Standards 



Material 


Steel (St) 

Copper-zinc alloy (Cu Zn) 
Copper (Cu) 
Aluminium alloy (Al) 
Austenitic stainless steel (A) 

Other materials as agreed between customer and supplier 


Ductility 


Each leg of the split pin shall be capable of withstanding being bent 
back upon itself once, with no visible indication of fracture occuring at 
the point of bend 


Surface finish 


Plain i e parts to be supplied in natural finish, treated with a protective 
lubricant or with other coatings as agreed between customer and 
supplier For electroplated coatings, see ISO 4042 For phosphate 
coating see ISO 9717 


Workmanship 


Pins shall be free of burrs, irregularities and detrimental defects 

The eye shall be as circular as possible The cross-section of the two 
straight legs together shall be circular 


Acceptability 


For acceptance procedure, see ISO 3269 



5 Designation 

A split pin of nominal size 5 mm, nominal length / ■ 50 mm, made of steel (St) is designated as follows 
Split pin ISO 1234 - 5 x 50- St 
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NATIONAL ANNEX A 
A-1 LENGTH GAUGE 

The length of the split pins may be determined by means of a split pin gauge as illustrated below 
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A-2 PACKAGING 

The split pins shall be packed in cartons/or wooden boxes with quantity as specified below 

Nominal Diameter Quantity in Each Carton/Wooden Box 

(mm) (Numbers) 

Up to and including 2 1 000 

2 5, 3 2 and 4 500 

5 and 6 3 200 

8 and 10 100 

13, 16 and 20 50 

Packages shall be made in such a way that they are protected against mechanical damage in transit 

A-3 MARKING ON PACKAGING 

Each carton shall be labelled with the manufacturer's name or initials or trade-mark, descnption of contents, 
particulars of quantity and size of split pins 

A-4 BIS CERTIFICATION MARKING 

Details available with the Bureau of Indian Standards 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1 986 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters in the country 

Copyright 

BIS has the copyright of all its publications No part of these publications may be reproduced in any 
form without the prior permission in writing of BIS This does not preclude the free use, in the course 
of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations Enquiries relating to copyright be addressed to the Director (Publications), BIS 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments Standards are 
also reviewed periodically, a standard along with amendments is reaffirmed when such review 
indicates that no changes are needed, if the review indicates that changes are needed, it is taken 
up for revision Users of Indian Standards should ascertain that they are in possession of the latest 
amendments or edition by referring to the latest issue of 'BIS Catalogue' and 'Standards Monthly 
Additions' 



This Indian Standard has been developed from Doc No MGP/BP 33 ( 0399 ) 
Amendments issued Since Publication 



Amend No 



Date of Issue 



Text Affected 
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